
NEW PRODUCT - NEW PRODUCT 

Filter systems for
solder fume extraction

 

KLF 204 Ecoline 

TECHNICAL DATA

This small, compact, very cost-effective system rounds off our 

soldering fume extraction range, designed for just one 

workstation for the precise capture of polluted air.

Due to its extremely small dimensions, it is suitable for use 
directly in the production line when feeding soldering machines 
or for small vapour phases.

 

KLF 204 ecoline (45195)

  Number of workstations 1

  Air performance constant (not adjustable)

  Real air flow rate 100 m³/h

  Filter class according to EN 1822 H13 changeable

  Sound press level 59 dB(A)

  Activated carbon 1.2 kg

  Dimensions 250x250x475mm

  Weight 16.5 kg



Your need, our solution
for a clean working environment

With us you get planning,
assembly and service from one source
„MADE IN GERMANY“

KLEPP extraction systems guarantee durability and reliability.  

Robust materials guarantee a long service life and reliable 

operation.

A decisive factor in the purification of pol luted air is also 

the right capture element.

Further information can be found on our homepage 

www.klepp.de under the item Detection elements - 

FUMEX ME line, diameter 50 mm. 

KLEPP distribution partner Contact:

KLEPP Absauganlagen GmbH
Gewerbepark Markfeld 8
83043 Bad Aibling
Germany

Phone: +49 8061 93 93 300
E-mail: office@klepp.de

www.klepp.de

ADDED VALUES

• Separate filters, can be changed individually
•

• Sustainable deposit system
•

• Very quiet
•

• Easy transport
•

• Low operating costs


