
Individual and customised

Klepp welding fume filter systems (KSF/KSPF)

Ecoline

 

Filter systems for
welding fume extraction



ADDED VALUES

• Air duct

• Efficient filter surfaces

• Low operatin costs
•

• Durability

 

YOUR BENEFITS

Clean air at the workplace

Three-stage filter system - Alustrick filter, pre-filter mat,   
HEPA filter or filter cartridge, providing a customized    
solution for your work process.

Suitable for continuous operation

Control panel with visual and acoustic control function

High filter performance

Due to air routing in the system

Flexibility thanks to a large selection of detection 
elements

Extraction arms dia. 125-200mm, turbo wall, under-table  
or rear wall extraction

Low operating noise

Due to double sound insulation in the motor section and in  
the air outlet box

Individually customisable 



KLEPP filter systems for welding fumes (KSF/KSPF) ensure optimum extraction and 
triple filtration of pollutants.

We design and manufacture individual system solutions to clean the working air of emissions such as welding fumes.

The KSF series is designed to capture large amounts of welding fumes, toxic exhaust gases, liquid metal splashes and 
the finest dust particles directly during the welding process and remove them immediately.

Our sustainable filter system uses a sheet steel baffle plate to ensure that no glowing particles enter the Hepa filter 
before the pollutants are cleaned in our three-stage filter system consisting of an aluminum mesh filter, pre-filter mat 
and HEPA filter (separation efficiency up to 99.95%). We can also offer you a welding fume filter system with a filter 
cartridge. The cleaned air can remain in the work area. Alternatively, we can also supply welding fume filters with W3 
certification on request.

TECHNICAL  DATA  OVERVIEW

Mobile filter system

Our mobile Klepp welding fume filter systems guarantee a constant air flow rate and ensure optimum extraction 
performance at all times. The On/Off operating switch with indicator light is located on the control panel. A warning 
lamp with acoustic signal indicates the need for action or maintenance.

Subject to alterations; the respective current Klepp machine specification is valid.

Wall mounted filter system

Our wall-mounted Klepp welding fume filter systems guarantee a constant air flow rate and ensure optimum 
extraction performance at all times. The On/Off operating switch with indicator light is located on the control panel. A 
warning lamp with acoustic signal indicates when the filter needs to be changed.

KSF 2103F eco (43066) KSF 3503F eco ( )11032 KSPF 2103F eco ( )43079

  Number of workstations 1 (mobile) 2 (mobile) 1 (mobile)

  Air performance constant (not adjustable) constant (not adjustable) constant (not adjustable)

  Air performance 1900 m³/h 3200 m³/h 1900 m³/h

  Effective air volume 1250 m³/h 2100 m³/h 1250 m³/h

  
  Filter class according to
  EN 1822
          

H13 changeable H13 changeable

M (DIN EN 60335); 
Cartridge material

selectable according
to application, cleanable

  Sound pressure level (*) 75 dB(A) 76 dB(A) 65 dB(A)

KSF 2103W eco (42908) KSF 3503W eco ( )11031

 Number of workstations 1 (wall mounted) 2 (wall mounted)

  Air performance constant (not adjustable) constant (not adjustable)

  Air volume free blowing 1900 m³/h 3200 m³/h

  Effective air volume 1250 m³/h 2100 m³/h

  Filter class according to EN 1822 H13 changeable H13 changeable

  Sound pressure level (*) 75 dB(A) 76 dB(A)

Subject to alterations; the respective current Klepp machine specification is valid.

(*) Measurement at the intake opening, without detection elements.

Further welding fume filters on request.



Your need, our solution
for a clean working environment.

With us get planning,
assembly and service from a single source
„MADE IN GERMANY“
                                                                 
For us, protecting the environment also means that our filter systems 
are used sustainably. Thanks to the gentle cleaning of the cartridge 
and the carefully selected fans, the systems run  extremely long 
and trouble-free. For us, protecting the environment means 
optimising the product cycle and thus not only protecting our 
employees, but  also  protecting  the  environment.

In  addition  to  extraction systems  for individual  workstations,  
our range of services also includes systems  for a wide variety  
of processes or machines. We assemble our customised filter 
systems by hand from system components "Made in 
Germany". This means that you receive high-quality 
individual items  from Bad Aibling. We also produce work 
cabinets, under-sink extraction systems and suction slot 
channels tailored to your specific requirements, even in 
customised sizes.

KLEPP partner distribution Contact:

KLEPP Absauganlagen GmbH
Gewerbepark Markfeld 8
83043 Bad Aibling
Germany

Phone: +49 (0) 8061 / 93 93 300
E-mail: office@klepp.de

www.klepp.de


